T PRO-ECO-LITE™
- e I- HEAVY DUTY JUNCTION BOXES
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CODE: 2118 PLL - AE LOCKING JUNCTION BOX

DRAWN BY: JK . BOX: 50LBS. NOTES:
- Tier 22 performance.
SKID RATING .51 . LID: 22LBS. - Junction box designed for driveways, sidewalks and
- - boulevard installations.
DATE: Oct. 2023. LOAD RATING: Tier 22| - gackiill with coarse sand / tamping responsibility of others.
REV. DATE: MATERIAL: Composite |  Locking fid-
- Designed for wire support rod.
This design and drawing is the property of CIF COMPOSITES LTD.
itis distributed for reference purposes only.
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CODE: 2224 PLL - AE LOCKING JUNCTION BOX | |"CODE: 2336 PLL - AE LOCKING JUNCTION BOX
CODE: 2218 PLL - AE LOCKING JUNCTION BOX | | CODE: 2324 PLL - AE LOCKING JUNCTION BOX CI 1; COM P OSI T ES IN C.
DRAWN BY: JK . BOX: 77 LBS. N%L'rfgz peromance. | | DRAWN BY- JK. BOX: 100 LBS. NoTES: erommance.
SKID RATING .51. LID: 51LBS. - g“"rm’”:?x de3|gned for driveways, sidewalks and SKID RATING 51 . LID: 77 LBS. - Junction box designed for driveways, sidewalks and ™
- boulevard ir ns. - boulevard installations. I 1
DATE: LOAD RATING : TIER 22 | . Backfill with coarse sand / tamping responsibility of others. DATE: LOAD RATING : TIER 22 | - B‘:éffﬁi:vn;?i?azéog:nd / tamping responsibility of others. PrO'ECO'LIte Hea Vy DUty JunCtlon BOXGS
: - — - Locking lid. - — - Locking lid. .
REV. DATE: MATERIAL: Composite | _ N . REV. DATE: MATERIAL: Composite | _ " ’
This deslg‘rvar;ds:r:w:ng \'3 lhe':mpeny of CIF COV\‘JPOS”ES LTD. - [A)S::Iganbelg ifr?q‘gllvr:ns(fgi?zerztthA This delel“ EV: (:fabwl\ﬂg ;S Ihe{pmpenymCIF COH‘APOS”ES LTD. - R:Zhgar:)elg ifr?rz‘zv'!r:nsduggszergﬁ;s' ha Ve Se Ve ral b eneflts that Set th em apaﬁ
ti dstibutedforrference pupases nly. i isbutd for rference purpases nly. . .
from conventional concrete service boxes.
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uty Junction Boxes FOUR EASY ST

Working with the customer we can aid in
choosing the correct model and
accessories to suit your needs.

Pro-Eco-Lite& Heavy Duty Junction Boxes are constructed from a composite reinforced
polymer concrete, which combines the strength of concrete with the lightweight
properties of plastics. These boxes are ideal for street lighting, signal lighting and other
electrical applications.

e Features:
- bottomless, reinforced side ribs with wire support cups for wire hangers
- ANSI slip rated lids with corner locking stainless penta head bolts and slotted lifting
hook
- change in grade risers available for the 23 series junction boxes .

Heavy duty junction boxes can be palleted

and shipped directly to your jobsite for

installation.

e Lightweight & Easy Installation: making up only 30% of the weight of traditional boxes,
which makes them easier to install using less manpower and lighter machinery.

e Durability: Designed for Tier 22 load rating as per CSA standard C22.2. Heavy duty
installation applications including driveways, parking lots and boulevards. Our heavy
duty line is manufactured to be non corrosive and chemical resistant.

e Sizing Options: ( series 21,22,23) four complete box and lid combinations
* 2118PLL-AE Type 4 (15” x 22”)
® 2224PLL-AE Type 5 (19.5” x 31.5”)
* 2324PLL-AE Type 6 (24” x 36")
* 2336PLL-AE Type 8 (24 x 36”)

Upon arrival to the jobsite,
our heavy duty junction boxes
can be unloaded and are ready

. s . . . . to begin the installation process.
® Finally, the use of Pro-Eco-Lite& Electrical Boxes is environmentally friendly, as they

reduce shipping and handling costs, breakage and waste while also requiring less
heavy equipment for installation.

Once lowered into place, our heavy duty junction boxes can
be backfilled. Complete installation can be finished with
concrete, asphalt or crushed rock.

Typical Pro-Eco Ll_te m polymer_ Your lightweight alternative. Change in grade 8” riser for groun_d
concrete composite cross section. grade changes or deeper connections.



